
» CD-RW402

Since the printing of the original manual for the
CD-RW402, the following features have been
added to the latest internal software version 3.

Please take note of these new features and keep
this sheet with the manual for future reference.

New media types

The CD-RW402 now supports High Speed CD-
RW (4x to 10x) media in addition to Multi
Speed CD-RW (1x to 4x).

Disc copy speed

When making disc copies, the options available
are single, double, and 4x speed.
However, depending on the media loaded, the
actual speed may differ from this. Multi Speed
CD-RW discs will be copied at 4x speed, and
High Speed CD-RW discs will be copied at
speeds higher than 4x speed.

Finalization and erase times

The time taken to perform finalization and erase
operations depends on the media used, as listed
here:

Finalization:

CD-R 8x
Multi Speed CD-RW 4x
High Speed CD-RW 8x

Erasing discs:

Multi Speed CD-RW 4x
High Speed CD-RW 8x
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バージョン3より以下のように機能、仕様が変更に

なりました。取扱説明書本編とあわせてお読みくだ

さい。

■ 使用可能メディアの追加

Multi Speed CD-RW（1～4倍）に加えて、High

Speed CD-RW（4～10倍）も使えるようになり

ました。

■ ディスクコピー速度の変更

ディスクコピー時のコピー速度を1倍速、2倍速、4

倍速から選択できますが、搭載しているドライブの

仕様により、実際のコピー速度はMulti Speed CD-

RWの場合は4倍速、CD-R／High Speed CD-RW

の場合は4倍速以上になります。

■ ファイナライズ／ディスク消去の所要時間

ファイナライズ、ディスク消去時のドライブ動作速

度は以下のようにメディアにより異なりますので、

所要時間も異なります。

ファイナライズ

CD-R： 8倍速

Multi Speed CD-RW： 4倍速

High Speed CD-RW： 8倍速

ディスク消去

Multi Speed CD-RW： 4倍速

High Speed CD-RW： 8倍速


